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NITF CORRECTED FILE HEADER CAPABILITY

PROBLEM STATEMENT:

Someimagery file generator s need to begin transmitting a file before all the data
isavailable needed to populate all required fieldsin the NITF file header.

ASSUMPTIONS:

1. Thesize of the uncompressed image(s) is always known, but the compr essed
sizeisnot known prior to the start of transmission of the specific image..

2. Thecontent of all required fieldsin theimage subheader isknown prior to
the start of transmission of that specificimage, including SDE and other Tag
information.

3. Number of all imagesand annotationsisknown prior to start of file
transmission.

4. Number of all text componentsisknown prior to start of file transmission.

5. Number of all DESsisknown prior to start of filetransmission. If the need
for overflow DESsisunknown, placeholder DESs (that may have no useful
content) can be used to reserve a place for overflow.

ISSUES ADDRESSED:

1. How generic should the proposed mechnism be:
» Applicableto files containing only a singleimage? NO
» Applicableto files containing single and multipleimages? YES
* Applicableto JPEG compressed images? YES

» Applicableto uncompressed images? YES (May have multipleimagesin
file, but not know thelength of follow-on images until transmission has
been initiated for previousimages.)

* Applicableto any combination / permutations of valid NI TF content
types? YES, aslong asnumber of componentsareknown prior to start
of transmission.

» Applicabletoany Clevel? YES

2. Should the capability apply to all components of the USIS Architecture?
UNRESOLVED

OUTLINE OF PROPOSED SOLUTION

» Establish codesfor length fieldsin thefile header that signal the information
isnot available. For example, fill thefieldswith all periods (periodsare
consistant with the numeric designation of thefield type).

» Createa specific Reserved Extension Segment (RES) to be placed at the end
of the filewhich containsthe corrected file header infor mation.



ADD new paragraph 5.2.1:

5.2.1 Incomplete Header . Several fieldsin thefile header are normally used to par sethefile, and contain
the lengths of specific componentsof thefile (i.e.,, HL theough LDnnn). If all thefieldsin thefile header
cannot befilled with valid data, a special Reserved Extension Segment (see 5.10) shall be used to provide
the data needed to completethefile header. Incompletefieldsshall befilled with the appropriate
number of "." characters (periods) as placeholders. A system receiving afilewith an incomplete header
shall locate the reaserved extension segment and copy the data, character by character to the beginning of

thefile.

ADD new paragraph 5.10:

5.10 Replacement File Header Reserved Extension Segment The Reserved Extension Segment
defined in tables X1 X and XX containsthereplacement file header valuesdescribed in 5.2.1. The CFHDR
field of this segment shall contain a new version of the file'sbeginning. A system encountering incomplete
file header fields (see 5.2.1) shall update the stored file by locating this segment at or near the end of the
fileand copying the characters of CFHDR to the beginning (FHDR and subsequent fields). Two unique
delimiter fields straddlethe characters of thereplacement header to facilitate locating this segment by
searching the area near thefileend in either theforward or reversedirection. To ensurethat valid
delimitersarefound (rather than data containing similar values), the RESCHL length field isrepeated
and located adjacent to each delimiter; their contents, and the number of characters between the
delimitersmust all agree. The segment may contain a complete file header or a subset of thefile header.

ADD new tables XIX and XX:

TABLE XI1X. Replacement File Header RES subheader for mat
(R) =required, (O) = optional, and (C) conditional

FIELD NAME SIZE VALUE RANGE TYPE
RE File Part Type 2 RE R
RESTAG Unique RES typeidentifier 25 " Replacement Header Data" R
RESVER Version of the data field definition 2 01 R
RESCHL Length of CFHDR field 7 0-9999999 R
CFH-DELIM1 | Uniquedelimiter 1 4 OxOAG6E1D97 R
CFHDR Replacement Data ** R
CFH-DELIM2 | Uniquedelimiter 2 6 OXOECA14BF R
RESCHL Length of CFHDR field 7 0-9999999 R

** As specified in RESCHL

TABLE XX. Replacement file Header RES subheader field definitions.

FIELD VALUE DEFINITIONS AND CONSTRAINTS

RE Thisfield shall contain the characters” RE" to identify the subheader as areserved
extension.

RESTAG Thisfield shall contain " Replacement Header Data " (without quotes).

RESVER Thisfield shall contain 01, the version number of this definition.

RESCHL Thisfield shall contain the number of bytesin the field CFHDR.

CFH- Thisfield shall contain the hexidecimal value 0XOAGE1D97. It provides a unique value
DELIM1 that can beidentified asthe beginning of the replacement data.




CFHDR Thisfield shall contain the character string replacement for the file header beginning
with the FHDR field and continuing for the number of charactersindicated in RESCHL.
Thefile header replication shall at least continue through all the file header fieldsthat are
demarked asincomplete.

CFH- Thisfield shall contain the hexidecimal value OXOECA14BF. It provides a unique value

DELIM2 that can beidentified asthe end of the replacement data.

RESCHL A repeat of RESCHL, thisfield shall contain the number of bytesin the field CFHDR.




- The candidate RES structure:

FIELD LENGTH CONTENT

RE 02

RESTAG

RESVER

RESCHL

RESDATA

RE
25 "Corrected FileHeader " (without the quotes)
02 01
07 Number of data bytes between delimitersin
the RESDATA field. Thisrepresentsthe
length of the corrected header fields.
*x The Reserved Extension Data field shall be as

defined in the following table. Thelength
of thisfield isRESCHL + 15 bytes.

RESDATA Definition Table

DELIM1

CFHDR

DELIM2

RESCHL

04 OxOAGE1D97

RESCHL Bytestring replacement for file header
beginning with the FHDR field and continuing
for the number of bytesindicated in RESCHL.
Thefile header replication shall at least

continue through all file header fieldsthat
aredemarked for correction.

04 OXOECA14BF

07 A repeat of RESCHL from the subheader.



